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Struttura:

• Manicotti diritti, a 1 o più onde in silicone 
VMQ (Vinyl Methyl Quality), con rinforzi 
tessili in poliestere. Conformi alle SAE J 
2006

Applicazioni:

• Sistemi di scarico gas combusti bagnati in 
ambiente Marine

Temperatura di esercizio:

• -60°C / +180°C con punte a + 200°C in 
ambiente a +20°C

Colore:

• Blu esterno rosso interno standard, altri a 
richiesta

Diametri:

• Da 48 mm a 508 mm

Structure:

• Marine straight hose,hump hoses made of 
VMQ (Vinyl Methyl Quality) silicone, with 
polyester reinforcement.  According to 
SAE J 2006

Application:

• Wet exhaust gasses systems  for 
Marine applications    

Temperature range:

• -60°C / +180°C  with peaks to + 200°C @ 
+20°C ambient

Colour:

• Blue esternal and red inside standard, 
other on request

Diameters:

• From 48 mm to 508 mm
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Marine diritti - Marine straight hoses

d (mm) L (mm) S (mm)
127 1000 8
152 1000 7
168 1000 8
205 1000 8
220 1000 8
254 1000 8
256 1000 8
270 1000 8
305 1000 8
323 1000 8
355 1000 8
406 1000 8

Dati tecnici - Technical data sheet

Manicotti Marine a 1 onda
Single Hump Marine hoses

d (mm) x L (mm) L1 (mm) S (mm)
48x130 46 5
51x152 60 6
54x150 70 6
76x180 70 6
89x200 70 6
102x200 46 7
108x200 70 7
114x200 70 8
128x200 70 8
133x200 75 8
140x200 95 8
152x200 115 8
168x200 115 8
205x250 115 8
220x300 115 8
254x300 115 8
270x300 115 8
305x300 115 8
325x300 115 8
355x300 115 8
406x400 165 8
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Manicotti Marine a 2 onde
Double Humps Marine hoses

d (mm) L (mm) L1 (mm) S (mm)
152 355 125 8
205 355 125 8
220 355 125 8
254 355 125 8
305 355 125 8
355 355 125 8
406 355 125 8
508 300 97,5 8
508 350 122,5 8
508 470 182,5 8


