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Materiale:

Tubo a doppia parete in fi bra di vetro gommata 
neoprene, ambo i lati, spirale metallica interna e 
doppia cordina vetro esterna

Applicazione:

L’estrema fl essibilità di questo tubo lo rende ideale 
per il trasferimento di aria, fumi e polveri leggere 
ad alte temperature, a bassa pressione, in ambienti 
ristretti

Temperatura d’esercizio:

-45°C / +125°C, punte di 150°C 

Colore:

Nero, cordina bianco / gialla 

Diametri:

Da 13 mm a 305 mm

Lunghezze standard:

4 metri

Note: 

Possibilità a fornire il tubo in lunghezze dallo 
standard, con manicotti fi nali privi di spirale metallica 
ed eventualmente allargati

TFN2 NEOPRENE DOPPIO STRATO

Material:

Double ply neoprene coated both sides fi berglass 
cloth, internal wire and double external glass 
tension cord

Application:

This extremely light-weight fl exible ducting is 
excellent for the distribution and extraction of air, 
fumes and light powders where high temperatures 
are present.

Temperature range:

-45°C / +125°C, peaks of 150°C 

Colours:

Black, white / yellow cord

Diameter:

From 13 mm to 305 mm

Standard lengths:

4 meters

Notes:

It is possible to supply the hose in cutted lengths, 
with cuffed ends, without metal wire for an easy 
connection or eventually enlarged
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TFN2 NEOPRENE DOPPIO STRATO
Ø interno           

mm
Ø esterno          

mm
Peso                      
kg/m

Raggio di 
curvatura

Pressione            
bar 

Depressione 
mmH2O

19 21,60 0,10 19 2,50 7000

22 25,20 0,13 22 2,50 7000

25 28,20 0,14 25 2,50 7000

32 35,20 0,18 32 2,50 5800

38 41,20 0,21 38 2,40 5800

41 44,20 0,23 41 2,40 5800

44 47,20 0,25 44 2,40 5800

51 54,74 0,28 51 2,40 5300

57 60,74 0,33 57 2,30 5300

63 66,74 0,35 63 2,20 4600

70 73,74 0,43 70 2,20 4600

76 79,74 0,47 76 2,10 4400

83 86,74 0,51 83 2,10 4000

89 92,74 0,54 89 2,10 4000

95 98,74 0,57 95 2,00 4000

102 106,20 0,61 102 1,80 3500

108 112,20 0,73 108 1,80 3000

114 118,20 0,78 114 1,70 2800

121 125,70 0,81 121 1,60 2300

127 131,70 0,86 127 1,50 2100

140 144,70 0,94 140 1,40 1800

152 157,20 1,10 152 1,10 1700

160 165,20 1,14 160 0,90 1500

178 183,20 1,27 178 0,80 1400

203 208,20 1,39 203 0,60 1000

229 234,20 1,60 229 0,50 800

254 259,20 1,78 254 0,40 700

305 310,20 2,17 305 0,20 500


