
MANICOTTI TURBOCHARGER  - TURBOCHARGER HOSES

Struttura:

• Manicotti con onde ed anelli in silicone VMQ 
(Vinyl Methyl Quality) , con rinforzi tessili in 
fi bra aramidica. Fornibili con sottostrato in 
Fluorosilicone (FVMQ) o silicone resistente 
agli olii e/o rinforzi in fi bra Aramidica (No-
mex®, Kevlar®, etc.)

Applicazioni:

• Circuiti motore/turbina, turbina/intercooler 
di motori endotermici di auto, veicoli indu-
striali, autobus, macchine movimento terra e 
generatori di corrente.

Temperatura d’esercizio:

• -60°C / +225°C con punte a + 250°C in am-
biente a +20°C

Colore:

• Rosso ossido di ferro standard.

Structure:

• Hump hose with steel rings made of VMQ 
(Vinyl Methyl Qualiy) silicone, with aramidic 
fi ber reinforcements. Possibility to be sup-
plied with Fluorosilicone liner (FVMQ) or 
silicone oil resistant, fi bers reinforcements ( 
Nomex®, Kevlar®, etc.)

Application:

• Engine/turbocharger, turbocharger/inter-
cooler systems for endothermic engines for 
passenger cars, industrial vehicles, busses, 
construction equipments, current genera-
tors etc.

Temperature range:

• -60°C / +225°C  with peaks to + 250°C in 
+20°C ambient

Colour:

• Red iron oxide as standard.
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Dati tecnici - Technical data sheet

Codice articolo
Part number

Diametro 
interno  
Internal 

Diameter     
(mm)

Lungh. 
totale

Total Length        
(mm) 

N° onde
No. of 
Waves    

N°anelli 
No. of 
Humps

Spessore parete            
Wall Thickness       

(mm) 

Numero di rinforzi 
in fi bra aramidica         

No. of aramid 
Fiber Reinforce-

ments

Tolleranza 
spessore 
parete 

Wall Thickness 
Tolerance            

(mm)

Durezza  
Hardness 
(Shore A)

SOA2ON03800A10A 38 100 2 0 4,0 4 +1 / -0,5 65 - 75

SOA2ON04500A15A 45 150 2 0 4,0 4 +1 / -0,5 65 - 75

SOA3ON04500A15A 45 150 3 0 4,0 4 +1 / -0,5 65 - 75

SOA2ON05000A16A 50 165 1 2 4,0 4 +1 / -0,5 65 - 75

SOA4ON05005A20A 50 200 4 5 4,0 4 +1 / -0,5 65 - 75

SOA2ON05000A22A 50 225 2 0 4,0 4 +1 / -0,5 65 - 75

SOA2ON05003A13A 50 127 2 3 4,0 4 +1 / -0,5 65 - 75

SOA4ON06005A20A 60 200 4 5 4,0 4 +1 / -0,5 65 - 75

SOA2ON06303A13A 63 130 2 3 4,0 4 +1 / -0,5 65 - 75

SOA2ON06303A16A 63 160 2 3 4,0 4 +1 / -0,5 65 - 75

SOA2ON06501A12A 65 120 2 1 4,0 4 +1 / -0,5 65 - 75

SOA2ON07501A12A 75 120 2 1 4,0 4 +1 / -0,5 65 - 75

SOA1ON07602A14A 76 140 1 2 4,0 4 +1 / -0,5 65 - 75

SOA2ON07603A16A 76 160 2 3 4,0 4 +1 / -0,5 65 - 75

SOA3ON07602A18A 76 180 3 2 4,0 4 +1 / -0,5 65 - 75

SOA4ON07605A20A 76 200 4 5 4,0 4 +1 / -0,5 65 - 75

SOA2ON08003A14A 80 135 2 3 4,0 4 +1 / -0,5 65 - 75

SOA2ON08003A13A 80 140 2 3 4,0 4 +1 / -0,5 65 - 75

SOA10O08011A34A 80 335 10 11 4,0 4 +1 / -0,5 65 - 75

SOA2ON08503A15A 85 150 2 3 4,0 4 +1 / -0,5 65 - 75

SOA3ON08604A17A 86 170 3 4 4,0 4 +1 / -0,5 65 - 75

SOA6ON08907A25A 88 245 6 7 4,0 4 +1 / -0,5 65 - 75

SOA1ON08902A11A 89 110 1 2 4,0 4 +1 / -0,5 65 - 75

SOA3ON08902A14A 89 140 3 2 4,0 4 +1 / -0,5 65 - 75

SOA1ON08902A17A 89 165 1 2 4,0 4 +1 / -0,5 65 - 75

SOA3ON08904A18A 89 184 3 4 4,0 4 +1 / -0,5 65 - 75

SOA3ON08904A19A 89 190 2 3 4,0 4 +1 / -0,5 65 - 75

SOA4ON08905A21A 89 210 4 5 4,0 4 +1 / -0,5 65 - 75

SOA7ON09008A29A 90 290 7 8 4,0 4 +1 / -0,5 65 - 75

SOA6ON10007A10A 100 100 6 7 4,0 4 +1 / -0,5 65 - 75

SOA3ON10004A22A 100 220 3 4 4,0 4 +1 / -0,5 65 - 75

SOA4ON10005A21A 100 210 4 5 4,0 4 +1 / -0,5 65 - 75

SOA4ON11405A21A 114 210 4 5 4,0 4 +1 / -0,5 65 - 75

SOA4ON12805A21A 128 210 4 5 4,0 4 +1 / -0,5 65 - 75

SOA4ON15205A21A 152 210 4 5 4,0 4 +1 / -0,5 65 - 75
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